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Sensitivity Analysis of Distributed Parameter Systems 
MASATO KODA AND JOHN H. SEINFELD 
Abstract-A method is developed for the calculation of sensitivity 
coefficients of general distributed parameter systems to the variation of 
spatially and temporally varying parameters appearing in the system equa-
tions and initial and boundary conditions. 
I. INTRODUCTION 
A wide variety of phenomena are described by partial differential 
equations, so-called distributed parameter systems. In such partial dif-
ferential equation models it is often desirable to determine the effect of 
uncertainties in parameters appearing in the equations on their solutions 
and also, if more than one .parameter may vary, which parameters arc 
most influential. 
The sensitivity analysis of distributed parameter systems poses several 
problems that do not arise in the lumped parameter case. First, parame-
ters may occur in the boundary conditions as well as in the differential . 
equations. Second, parameters may vary spatially andj or temporally. 
Comparatively little work has been done on the distributed parameter 
sensitivity analysis problem as opposed to the corresponding lumped 
parameter case. Koda eta/. [I] developed methods for the local sensitivity 
analysis of constant, spatially varying, and temporally varying parameters 
in parabolic partial differential equations characteristic of reaction and 
diffusion processes. In the present work we extend that analysis to a 
general class of distributed systems and apply the results to a problem in 
one-dimensional heat conduction. 
II. DEFINITION OF THE PROBLEM 
We consider the· class of systems described by 
zEil,t>O (I) 
where x(z, t) is then-dimensional state vector and u(z, t) is an m-dimen-
sional parameter vector that may, in general, depend on timet and spatial 
location z. For simplicity we consider a scalar spatial variable z defined 
on domain 0 , a subset of R 1, with boundaries at z = 0 and z = L. All 
results to be obtained can be readily extended to several spatial dimen-
sions. 
The initial condi lion to ( I) is 
x(z,O) = w(z) . (2) 
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The boundary conditions to (I) are taken to fall into either of two 
categories as follows: 
ox 
I) az' =g1(.r,v(t)) z=O 
ax, Tz =h,(.r ,y(t)) z=L i=l,1, ... ,s, 
2)x1(0,t)=v1(t) 
X;(L,t)=y,(t) i=s+l, ... ,n. 
(3) 
(4) 
(5) 
(6) 
Thus, s of the state variables are assumed to obey conditions (3) and (4), 
and n - s to obey (5) and (6). This specification includes virtually all 
systems of practical interest. v(t) and y(t) are n-dimensional parameter 
vectors, respectively, assumed for generality to be functions of timet. 
We have defined a general distributed parameter system, the state, 
x(z, t), of which depends on the values of parameters, u(z, t), w(z), v(t), 
andy( t). A local sensitivity analysis seeks to determine the effect of small 
perturbations of these parameters about their nominal values on x(z, t). 
Whereas for constant parameters the partial derivatives, ox1(z, t) jou1, · 
contain the desired information, for spatially and temporally varying 
parameters the quantities of direct interest are the functional deriva-
tives, 8x1(z', t ')j8u1(z, t), 8x1(z', t)j8w1(z), 8x1(z, t')j8v1(t), and 
8x1(z, t') j 8ylt). The functional derivatives are defined such that the 
change in x 1(z, t) as a result of perturbations in the parameters u1(z, t), 
w/z). o1(t), and Y/i) are 
l ''JL ~ 8x1(z',t') 8x1(z',t')= ~ ., ( ) 8uj(z,t)dzdt o o j=l uu1 z,t 
1L ~ 8x1(z ' , t) 8x 1( z', t)= ~ ., ·( ) 8w1(z)dz 0 j=l uw1 Z 
1,1 ~ 8x1( z, t') 8x 1(z,t') = ~ ., ·( ) 8v1(t) dt 0 j = l uv1 t 
, _1,, ~ 8x1(z,t' ) 8x 1(z,t)- ~ 8 ·( ) 8yj(t) dt. o 1 = 1 y1 t 
(7) 
(8) 
(9) 
(10) 
Thus, for specific values of z' and t ', 8x1(z ', t')j8u/z. t) can be inter-
preted as the sensitivity of x1 at z' and t ' to variations in u1 at z and t. 
Likewise, for a specific value of z', 8x1(z', t) j 8wlz) is t~e sensitivity of 
x 1 at z' and t to variations in w1 at z. Similar interpretations can be 
ascribed to the functional derivatives appearing in (9) and (10). 
Our object is to obtain expressions for the functional derivative sensitiv-
ity coefficients appearing in (7)-(10). Results are presented in the next 
section that provide the means to calculate the desired sensitivity coeffi-
cients. Then in the section following, the results are applied to a problem 
of one-dimensional heat conduction. 
Ill. FUNCTIONAL DERIVATIVE SENSITIVITY COEFFICIENTS 
The expressions for the functional derivative sensitivity coefficients can 
be obtained from distributed parameter optimal control theory as applied 
to the system (1)-(6) [2), [3). Assume for the moment that u, w, v, andy 
are control variables and that we have the general performance index 
l[u , H•,v,y ]= JLG 1(x(z,t1 ),w(z))dz 
. 0 
+ fo''G2( x( L, t), x(O, t) , v( t), y( t)) dt 
+ fo''foLc( x , ::. ::~ , u( z, t)} dzdt : (II) 
Necessary conditions for optimality can be derived formally by consider-
ing the effect of perturbations about the nominal values ii, w, ii, andy on 
I . It is straightforward to show that if Hamiltonians are defined as 
H=G+>tt 
H1 =G1 + >..Tw 
(12) 
the first-order variation in I is given by (see, for example, (3)) 
(13) 
where then-dimensional adjoint vector >..(z, t) is governed by 
(14) 
subject to the terminal condition 
(15) 
and boundary conditions 
OH2 _ E!.._ + ~ ( oH ) _ O 
ox1(0. t) ox1, oz ox1, -
z=O (16) 
OH3 +E!.._-~(}!!_) =0 z=L j=l,1, .. · ,s (1 7) 
ox1(L,t) ox1, oz oz1, 
oH =0 z=O,L j =s+ J, ... ,n. (18) 
OX;, 
We note that if the system (I) is not second-order in some of the states, 
xq(z, t) , then in the original boundary conditions for the system, these 
states would only be specified at one of the two boundaries, say z = 0. 
The boundary condition on the adjoint variables 'Aq(z. t) corresponding to 
such states is then 
(19) 
The above results may be applied directly to determining the desired 
functional derivative sensitivity coefficients. If we let G = G2 = 0 and 
then 
(21) 
where r indicates any of the n states of interest. In this case, the 
Hamiltonians become 
H = >..Tf 
H1=G1+>..Tw 
(22) 
IEEE TRANSACTIONS ON AUTOMATIC CONTROL, VOL. AC-27, NO.4, AUGUST 1982 953 
The adjoint equations become 
- ~- >.-' " a2 { aJ, ) 
2 J ax. 
j=l az '" 
i =I,···, n (23) 
subject to the terminal condition 
'( )-{8(z-z') 
"• z, t1 - 0 
and boundary conditions 
" ( aJ, ) k~/k(L,t) ax~, z=L =0 
i=r 
i.Pr 
i= 1,2,· · ·,s 
i=s+l,· · ·,n. 
The perturbation 81, = 8x,(z', t1 ) is then given by 
+ JL ± .\1(z,0)8w1(z)dz 0 i=l 
+.\k(O,t) :z (a~~' )LJ 8v,(t)dt 
(24) 
(26) 
(27) 
(28) 
+ fo''·=*+l *t [ .\k(L,r)( :::,) z=L -( aa.\/) z=L ( aa~~') z=L 
-.\k(L,r) aaz (a~~, )i,=J 8y1(t)dt. (29) 
Recalling (7)-( I 0), the desired functional derivative sensitivity coeffi-
cients are obtained directly from (29) as 
(30) 
(31) 
8x,(z' , t1 ) 
8v1(t) 
8x,(z',t,) = ~ ~ ( ah ) ahk 
8. t ~ ~,\i(L,t) ax a. y,( ) k=l j=l k, z=L y, 
8x,(z', t1 ) 
8v1(t) 
i = 1,2, ... ,s (32) 
i= 1,2,· .. ,s 
(33) 
i=s+l,···,n (34) 
IV. SENSITIVITY ANALYSIS OF ONE-DIMENSIONAL HEAT 
CONDUCTION 
The dimensionless temperature x(z, t) in a rod occupying the domain. 
z E [0, I] is governed by the heat equation 
(36) 
For a given initial condition, x(z,O) = w(z), we wish to exrunine the 
sensitivity of x(z, t) to parameters appearing in the boundary conditions 
at z = 0 and z =I. We consider the two cases introduced earlier. In case I) 
convective heat transfer occurs from both the z = 0 and z = I boundaries 
with heat transfer coefficients v(t) and y(t) as follows: 
ax 1) a;=v(t)x 
ax 
az=y(t)x 
z=O (37) 
z =I. (38) 
In case 2) the temperatures at z = 0 and z = I are maintained at the values 
v(t) andy(t) as follows: 
2) x(O,t)=v(t) 
x(l,t)=y(t). 
(39) 
(40) 
We wish to apply the general sensitivity analysis theory developed 
above to determine 8x(z , r1 )j 8v(t) and IJx(z, t1 )j 8y(t) in cases I) and 
2). In each case the nominal values of v andy are chosen to be constants v 
andy, respectively. 
Case 1): We seek to determine the sensitivity of x(z, t) to perturbations 
of v(t) and y(t) about their nominal values of v= I, y= -I when the 
z = 0, I boundary conditions are (37) and (38). The initial condition 
selected is x(z,O) = a(cosa 1z +(sina1z)ja1), where a is a constant and a 1 
satisfies tana1 = 2a1j (af -I). The adjoint system in this case is 
(41) 
.\(z,t1 )=8(z -z') (42) 
a>.=>. z = o 
az (43) 
a>.=->. z = 1. 
az (44) 
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Fig. I. Functional derivative sensitivity coefficient &x(z', l)j &v(t) of the state at r1 =I as 
a function oft for four values of z '. Case I} boundary conditions. 
·The solutions for x(z, t) and l\(z, t) are 
00 -a~(lf-1) 
71.(z,t)=2 ~ e 2 (a.cosa.z'+sina.z') 
n = l a. +3 
· ( a.cosa.z +sina.z) 
where a. is the nth positive root of tan a.= 2a./(a~ -1). 
The desired functional derivative sensitivity coefficients are 
8x(z',t1 ) 
) = - 71.(0, t)x(O, t) Bv(t 
· (a. cos a.z' + sina.z') 
8x(z',t1 ) _ _ 8x(1-z',t1 ) 
- l\(l,t)x(l,t)- ~ () . 8y(t) ov I 
(45) 
(46) 
(47) 
(48) 
On the basis of (48) we see that it is only necessary to examine the 
sensitivity of x(z', t1 ) to one of the parameters, say v(t). 
Case 2): In this case we select the nominal values v = j = a foe use with 
boundary conditions (39) and (40) and the initial condition x(z,O) = a( I 
+sin wz ), where a > 0. The adjoint system is 
ar az2 
71.(0, t) = 71.(1, t) = 0 
71.(z,t1 )=B(z-z'). 
The solutions for x(z, t) and A(z, t) are 
~ 2 
71.( z, 1) = 2 ~ sin( nwz ') sin( nwz )e-<••> Urr> 
n = l 
and the desired functional derivatives are 
(49) 
(50) 
(51) 
(52) 
(53) 
"" 
= 2w ~ nsin( nwz')e-<•w>'<•rt) 
n = l 
Bx( z ' , 11 ) = _ ( al\ ) 
By(t) az :=1 
Bx(l - z', t1 ) 
Bv(t) 
(54) 
(55) 
As in case I), we need examine only one of the sensitivities, say that to 
v(t). 
Numerical Results: We now evaluate numerically the functional deriva-
tive sensitivity coefficients for cases I) and 2). For this purpose we set 
11 =I and a= 1. 
Case 1): Bx(z', 1)j8v(l) is shown in Fig. I for z'= 0, 0.3, 0.7, and 1.0. 
These curves show the sensitivity of the temperature at t = I at the four 
locations to variations in v(l) at all past times t . Foe this reason the time 
axis is reversed in Fig. 1. We note that at z'= 0, Bx(z',l)j Bv(t)-+ - oo . 
This behavior is to be expected as a result of the z = 0 boundary condition 
(37). For z'> 0, Bx(z', l)jBv(l) = 0 at t =I and converges to a constant 
value as t decreases toward zero. Throughout all past times 
Bx(z', l)j Bv(l) < 0 for z' < 0.5 and > 0 for z'> 0.5, indicating that an 
increase in v(t) at any time between 0 and I tends to decrease x(z', I) for 
z'< 0.5 and tends to increase x(z' , I) for z'> 0.5. As expected, x(O, I) is 
most sensitive to any changes in v(t). The spatial distribution of 
Bx(z', 1)/ Bv(l) is shown in Fig. 2 for t = 0.5 and 0.9. Bx(z', l)j 8v(t ) 
achieves its largest value, as we know, at z' = 0 and reverses sign at 
z '= 0.5. 
Case 2): Bx(z', l)jBv(t) is shown in Fig. 3 for z'= 0.3, 0.5, and 0.7. As 
z'-+0, Bx(z',l )j 8v(t)-+oo , due to the boundary condition (39). The 
value of Bx(z', 1)/ Bv(t) decreases exponentially as 1-+ 0. For all 
1, Bx(z', 1)/ Bv(t) > 0, indicating that an increase in v(t) increases x(z',l) 
for any z', as expected from (39). Fig. 4 shows Bx(z' ,l)j 8v(l) as a 
function of z' for 1 = 0.9, 0.8, and 0.5. The maximum value occurs at 
z' = 0.5 for 1 < 0.8 because x assumes its largest value at z = 0.5. 
V. CoNCLUSIONs 
Sensitivity coefficients for spatially and temporally varying parameters 
in partial differential equations are derived from techniques of distributed 
parameter optimal control theory. The theory is applied to a problem 
based on the heat equation in which the sensitivity of the state to 
variations in boundary parameters is calculated. 
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Fig. 2. Functional derivative sensitivity coefficient 3x(z', 1)/Bv(t) of the state at t1 = 1 as 
a function of z' for two values of 1. Case I) boundary conditions. 
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Functional derivative sensitivity coefficient 8x(z',l)/8v(t) of the state at t1 =I as 
a function of r for three values of z'. Case 2) boundary conditions. 
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Functional derivative sensitivity coefficient 8x(z', 1)/c5v(t) of the state at 't = 1 a.s 
a function of z' for three values oft. Cue 2) boundary conditions. 
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